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HD-series
Garage Jacks

Products in this category are certified to the highest level of useful life  
(professional use and not occasional use) to ensure maximum value 
from your investment. 

All are made of the best materials available and constructed in 
accordance with the latest and most advanced techniques.

Reaching new heights in professional shop equipment

HD-series 



transpe-

100mm extension for Y420210 & Y420215

HDY420210ADAP

PU wheelset 3t

HDY420303-PUWS1

Rubber saddle

HDY420210-30 ( 2t ) / HDY420303-38 ( 3t )

Ideal for use in tire shops, mechanical repair facilities and roadside assistance 
service vehicles where ruggedness, strength and durability are required.

HD-series
Garage Jacks

B

L

A

H

C

A B L H C
85 485 745 1050 370

B

L

A

H

C

A B L H C
85 485 745 1050 370

Model Cap. A (mm)  B (mm)  L (mm) H (mm) C (mm) N.W.(kg)

Y420210 2 t 85 490 725 1050 370 36,5

Y420215 2 t 85 490 795 1050 370 37,2

Y420303 3 t 130 490 730 1430 380 41

www.winntec.net 

In compliance with NEN-EN 1494:2001+A1:2008

3 Ton. This jack is equipped with Winntecs unique TURBO LIFTER 
system, rubber saddle and handle bumper. The professional 
universal joint release valve makes it possible to lower the jack 
with load very precisely and free of any risks. The heat-treated 
chromed pump pistons (protected with jacket to prevent from 
intrusion of dirt) are placed at a 45° angle so a complete pumping 
stroke will always be utilized. Also the main ram has a chrome 
plating which ensures maximum durability.

HDY420303 (N.W. 41 kg)

2 Ton. Light weight ultra low profile jack with a minimum height of 
85mm, fast reach foot pedal, rubber saddle, nylon wheels, hold to 
run control and ergonomic handle. 

Compact design ideal for working in tight spaces and transportation 
in service vehicles.
   

HDY420210 (N.W. 36,5 kg)

2 Ton. Light weight ultra low profile jack with a minimum height 
of 85mm, fast reach foot pedal, rubber saddle, PU tandem wheels, 
hold to run control and ergonomic handle. 

Polyurethane tandem rollers reduce noise and floor damage. 
The tandem system guarantees a comfortable ride on a bumpy 
surface.  

HDY420215 (N.W. 37,2 kg)



transpe-
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Advanced quality and service! 


